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About stretch ceilings 
Stretch ceilings have been widely used in Europe for some time. Here in the UK, their use is escalating too. 
More and more architects are recommending stretch ceilings to their clients.

Stretch ceilings are a great alternative to the plasterboard ceilings and other types of false ceiling systems . 
That is an innovation product for finishing materials idustry. Combined with other elements of design, stretch  
ceiling and wall technologies allow to create unique style of any interiors.

More and more designers and architects are recommending a stretch ceiling to clients refurbishing their homes 
or business spaces. Why? Because a stretch ceiling can be installed in a few days. It is reliable, low maintenance, 
low cost and comes in a huge range of finishes and designs, included printed options. Get bored of the design? 
No problems it can be easily changed.

• Certified QM system (in acc. with DIN EN ISO 9001:2008)
• RoHS directive compliance
• No use of biocides or fungicides
• Certified b-s2-d0 in acc. with DIN EN 14716
• Certified low heavy metal migration
• Certified low water vapour permeability
• Certified low emissions, class A+

Quality assurance of PVC film

Our main raw material supplier is Renolit (Germany).



The advantages of the PVC stretch ceilings.

All bumps, smudges and 
other defects of the 
structural ceiling are hidden 
in one easy step.

Once installed, no 
further repair or 
refurbishment is 
required, this saves on 
future costs of ceiling 
repair. 

No more dust and 
water! PVC film will solve 
all the problems with 
crumbling plaster and 
will even hold a large 
volume of water in case 
of flooding from above.

PVC stretch ceilings are 
recommended for use 
in schools and medical 
facilities, where high 
cleaning standards are 
required. 

The absolutely flat 
surface looks like a solid 
ceiling with a great 
finish

Stretch ceilings are easy 
to clean (dirt and dust is 
removed any detergent).



Stretch ceilings do not suffer 
from moisture, do not 
corrode, do not react with 
chemically active substances 
and do not allow 
condensate to settle, which 
is particularly important for 
use in swimming pools, 
bathrooms, laboratories, etc.

The layer of air between 
the basic and stretch 
ceiling have some 
insulating effect. 
However it is possible to 
install insulation and 
acoustic materials in this 
space.

Stretch ceilings are easily 
removed.

The most interesting 
characteristic of this 
material is plasticity, no 
other material can fold, 
curve and bend so easily, 
creating curved and 
rounded shapes, arches, 
tents, multi-level and 
abstract options.

PVC stretch ceilings 
allow you to hide 
plumbing and 
ventilation pipes and 
ducts. Where required, 
concealed access panels 
can also be 
accommodated. 

The ceiling will 
accommodate any variety 
of lights as well as 
ventilation, alarm systems 
and other accessible 
service points. Mood and 
alternative lighting can be 
very effective with stretch 
ceilings. Lighting behind 
the fabric can create 

The minimum void space 
required is only 3 cm 
(compared with plaster 
cardboard ceilings - 10-
15 cm) which allows 
extra height in rooms 
with low ceilings.

Versatility. A wide selection 
of colours, textures, 
patterns or prints allows 
PVC stretch ceilings to 
perfectly supplement even 
the most extravagant 
interior. 



Plastering Time required: 2-4 days
Lifting materials, dirty works, final cleaning of premise are required. 

Plasterbord Time required: 3-5 days
Lifting materials, removal and disposal of construction waste, final cleaning of premise are 
required. 

So stretch ceilings with respect to their technical advantages could be compared with well-known to
everyone carpets have become an integral part of our lives. 
These are follows: 

Quick and 
clean 

installation

High quality 
specifications

The practicality 
of care

Durability Environmental 
safety

Aesthetic 
qualities

Low costs + 
value for 

money

Our prices and comparison with other products

PVC stretch ceiling

Types of ceiling 20 sqm Installation terms & conditions

Time required: 5 hours
Clean installation free from dirt and construction waste.
Lifting of materials and final cleaning service are not required.
Renew or any repair is not required for more than 10 years.

Frame suspended ceiling Time required: 1-2 days
Lifting materials, the presence of construction debris. 

Easy Ceiling Prices Manufactured, designed and installed in the UK, we can offer the very best prices for 
stretched ceilings. As Easy Ceiling Technologies has our own factory in the UK we can rapidly install high 
quality stretch ceilings at a price you’ll find hard to beat in the UK. Indeed we happily provide a lowest price 
guarantee on our stretch ceiling prices.
You also might be interested to know how the cost of stretch ceilings measures up against other ceiling options. 
Browse this table below.



Stretch ceilings. Practice. 

In Domestic property: stretch ceilings have been widely used in residential property. 
They are great alternative to drywall, suspended  and other false ceilings. Stretch ceilings are 
waterproof, able to hold 100 liters of water per 1 sq.m. of ceiling  in the case of technical failure 
or flooding, thereby preserving entire premises including walls, floor, furniture, etc. Amazing 
value and the best quality!

In Swimming pools: there is no load for load-bearing structures, hide all communication under 
the ceiling, do not corrode, the condensate does not settle down to their surface. Reflection 
from a glossy ceiling enhances the space visually. Trick of the light at the ceiling surface and 
water creates a virtual effect. 

In Exhibition centres: the modern printed stretch ceilings and walls for exhibition's stands with 
the image of the company logo, brand and trademarks are quickly installed, easy to use and look 
great. The modular construction of fixture of stretch ceilings and walls and the possibility of easy 
removal and re-installation is widely applicable in the design of showrooms, advertising and 
exhibition stands.

In Commercial property: stretch ceilings are the most relevant to modern designs for 
commercial premises such as restaurants, shopping and leisure centers. Combined with other 
elements of design, stretch technologies allow to create unique interiors. Hassle free installation 
without interruption of business.

In Schools & Nurseries: possibility of drawing any images of children's movies and cartoons to 
the canvas of stretched ceiling The strength film coating withstands hard knocks and pressure 
at children's ball games. Environmental safety and easy cleaning at disinfection of premises.
Antibacterial surface of stretch ceilings does not form any microflora on itself after the first 
sanitization. 



Characteristics of stretch ceilings:

•  The Chemical composition of the material is PVC (polyvinyl chloride)
•  Material thickness of 0.15 - 0.35 mm
•  Weight range of 180-320 g / sq m
•  Absorption coefficient - 30% ("glossy or matte" to 10% ("translucent")
•  Waterproof
•  The material changes its properties depending on the temperature: at temperatures below 0 degrees its     
base becomes stiff and solid; at temperatures above 0 degrees - again supple. The material begins to break 
down only at temperatures below (- 40 ° C). PVC film is heat-resistant and retains its resistance to a 
temperature of 90 ° C

Assortment
Textures Matt Satin Lacquer (gloss)

Characteristics

Effect and 
recommended areas 
for installation

The most traditional texture. 
Mostly pastel colors.

Mostly pastel colors with a slight 
gloss effect.

The most interesting and rich 
color texture. Suitable for printing 
pictures and photographs.

Used in any area; has the effect 
of a perfectly straight and 
perfectly painted plaster.

Produces the effect of an ideal 
painted ceiling. 
Recommended for any area 
including residential areas such as 
children's rooms, rest rooms, etc.

Visually dynamic for any space 
including nightclubs, bars, halls, retail 
spaces, residential or commercial. 
Also useful visually increase the size 
of a small room or room with low 
ceilings such as a bathroom or above 
a swimming pool



Safety conditions:
Stretch ceilings are produced from PVC films are defined as stretched ceilings (Product standard EN 14716) with classifications of 
reaction to fire in accordance with EN 13501-1:2002 and NF EN 13501-1+A1:2013. They are non-hazardous to health and do not 
have any restrictions to their use. PVC film is treated with an antiseptic and is also recommended for use in nurseries, schools and 
even in sterile environments such as hospitals and medical facilities.

Reassuring 
M1 Classification: Fire retardant, no emissions of toxic gases and the ceiling does not melt, non-flammable to the majority of 
chemical agents Low Density (200g/m2).
Ecological compatibility - Damp proof and odourless.
Water-resistant - Stretch ceilings are waterproof, can hold liquid and are able to protect a room from leaks and floods from roof or  
floor above. They can regain their original appearance after the water is removed.
Durability - 10-year service life. The flexible material does not crack, flake or peel.
Stable - No distortion caused by a change in weather or temperature. Stretch ceilings can withstand temperatures in a range of -
15 C to +65 C.° °
Anti-static - Stretch Ceilings only attract a minimal amount of dust due to the treatment.

Scope of application of stretch ceilings by various consumer categories

Advantages

Scope of using

Insurance companies Construction companies Architects and Designers Landlords and Owners

- high quality,
- low cost price in a primary installation,
- low operating costs (no insurance claims 
related the leaking or shedding),
- fast and clean installation process,
- significant time and labor cost savings at 
repair or replace,
- practicality of care,
- longevity of the use with a duradility of 10 
years,
- fire and ecological safety.

- High quality specifications.
- unusual aesthetic merits,
- High profitability (installation of stretch 
ceiling for a final consumer of 20 £/sq.m. at 
cost price of 10 £/sq.m. allows to have 10 £ 
of marginal revenue per sq.m.)
- fast and clean installation
- saving labor costs per hour,
- duradility of 10 years,
- fire and ecological safety,
- included insurance.

- An application of innovative technologies 
in the design,
- creative approach to interior design (starry 
sky, 3D images, photos, favourite 
landscapes, arches and multi-level ceilings)
- An impeccable quality, long lasting stretch 
ceilings and duradility of 10 years ,
- the shortest time of orders performance,
- an opportunity to receive an additional 
source of income

- High quality at low price 
- Opportunity to make an exclusive design for 
premises, 
- visually expand the space 
- high competitive advantage over similar types 
of property, decorated by standard materials. 
- Fast and clean installation 
- Practicality of care 
- Rapid recovery from floods, leaks, accidental 
puncturing and incisions.
- Durability of 10 years 
- Environmental safety 
- aesthetic merits

-  overhaul and maintenance of residential 
and commercial property in insurance cases,
- insurance of interior at new building and 
tenancy

- new construction of residential and 
commercial property,
- reconstruction, remodeling and repair,
- finishing works

- Designing interior decoration for new 
construction, renovation, remodeling of any 
type of property.

- Any type of property (residential, 
commercial, recreational, etc.)
- Any dimensions of premises (ranging from 
bathrooms to gyms and conference halls).



Offers a wide range of colours and surfaces
Gloss

White Cream Beige Peach Red Maroon Light Green

Apple Green Sky Blue Royal Blue Brown Grey Black

Satin & Matt

White Ivory Cream Beige Pink Light Green

Translucent
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